AIR CONDITIONING UNITS

ACE-804-SERIES

The ACE-804-Series Air Conditioners provide
passenger comfort for all single connection aircraft.
These units are equipped with a vertical condenser air
discharge for sound attenuation and consistent heat
rejection under all wind conditions. Using R-134aas a
refrigerant, the ACE-804-Series are environmentally
"safe", causing no damage to the atmospheric ozone.
Available truck or trailer mounted, diesel or electrically
powered, the ACE-804 is the air conditioner of choice
for the '90's.

DESIGN ADVANTAGES
® Rotary Screw Compressor

-- The Frick XJS-120 rotary screw compressor
is rated for 50,000 hours before major
inspection is required.

-~ Compressor has three (3) major moving
components, reducing maintenance require-
ments considerably.

e Simplified Controls - the operator's panel
contains controls and indicators required for
operation.

@ Refrigerant

-- The ACE-804-Series uses R-134a as a
refrigerant. R-134a has an ozone depletion
potential of zero (0) and will not harm the
atmosphere.

e Air shut off.

@ "No Freeze" Evaporator with a close tempera-
ture approach.

@ Easy Access Hose Storage - The storage
compartment is designed for over 30 feet of
hose.

e Heavy Duty hydraulic condenser fan.

e Easy Maintenance - All regular maintenance
can be performed through two easy access
canopy doors.

e Simplified Automatic Capacity Control -
The simple electro-mechanical capacity control
provides reduced unit capacity in cool ambients.

e Standard Diesel Units:
-- B cylinder in-line John Deere engine
--  Frick rotary screw compressor
--  Centrifugal blower
-- 12 volt DC electrical system
--  Pressurized coolant system
--  Fuel tank provides fuel for over eight hours
operation

e Standard Electric Units:
--  Reduced current starting
-- 120 volt control circuit
-- Standard 480 volts, 3 phase, 60 hertz
-~ Quiet operation
-~ Low maintenance required







